WUNSCH

Technical details

Kraj produkcji
producent
projektant

rok

ochrona

zakres dostawy
napiecie przydatnos¢
tworzywo

regulacja wysokosci
$ciemnianie

Moc w watach
LED

Wskaznik oddawania barw

Strumien Swietlny w Im

Temperatura barwowa w
stopniach Kelvina

baldachim Wymiary
dystrybucja swiatta
wysokos¢ catkowita

Dimensions

] lW}ochy

Stilnovo

Linea Light Group

2016

1P20

LED

230 - 240 Volt
aluminium, polimetakrylan
wysokos¢ ustalona
Sciemnialna kontroli faz
przyciemniania

47 W

tacznie

90

5.685

3.000 biata ciepta

10cm
bezposrednio i posrednio
200 cm
H7cm | B39cm | L129cm

Stilnovo
Opti-Line
Oberflache

o Aluminium polerowane

o biaty

Opis

The Stilnovo Opti-Line is a linear pendant lamp, a minimal, evolution of the
iconic O-Line, with laser-engraved PMMA diffuser and aluminum body with
wrinkle white or polished aluminium finish. Thanks to the characteristic
texture of OptiLight Technology™, the suspension becomes transparent when
the light is off. Opti-Line is a highly functional pendant lamp; the clean, sharp
light of the topLED circuitry is perfectly integrated into a high-quality structure.
This lamp can be dimmed on site with trailing edge phase dimmer, with an
optional Casambi module it can also be dimmed via Smartphone App. The
pendant lamp is also available as a DALI dimmable version on request.
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